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Als unsere wertgeschatzten Geschaftspartner moéchten wir Sie

heute mit einem NEUEN APM-Produkt tiberraschen.

>>> UV-Handgerat APM UV9 LED <<<
(Artikel-Nr. 312001)
Wir haben einmal die Besonderheiten zu vergleichbaren Geraten hier aufgezeigt:

» Vier Wellenlangen paarweise schaltbar (365 + 395 oder 405 + 420 nm)

» Wahlweise die gesamte Bandbreite auf einmal

» Eingebauter Timer

» Stufenlose Intensitat einstellbar

» Maximaler Output 1800 mW/cm?

> Aufsteckbare Blende (orange) — falls Sie lhre UV-Brille mal vergessen
haben

» Ladestation mit Smart System flr lange Lebensdauer der Batterien

» Drahtlos und dadurch leichteres, prazises Handling

» Radiometer, eingebaut im Sockel der Ladestation

» Support und Verschleilteile jederzeit Uber uns

Na, neugierig geworden?

Kontaktieren Sie uns einfach.
Wir helfen gerne!

Ihr APM TEAM
®

APM Technica GmbH
Stoffener Str. 37; D-86932 Purgen
Tel.: +49 8196 998 776 1
Fax.: +49 8196 998 776 2
Mail: info@apm-technica.de
www.apm-technica.de
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( Artikel-Nummer: 312001 )
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Product Specifications

Type of Information Specifications
= |

evice name APM UVI LED
Model name uvo

Input: AC100~240 V, 50-60 Hz
Output: DC 5 ViZ A

Power supply

Battery Li-ion 3.7V, 2500mAh
Light source 10 W LED
LED life time Up to 2,000 hr
Wavelength 505420 nm
Peak: 365 nm, 385 nm, 405 nm, 420 nm
Radiant intensity up onto 1800 mW/cm? @HIGH, UV Mode
Handheld dimension 238 (max.) x L1890 mm
Handheld weight 180 g (with battery & light guide rod)
Cradle dimension 115 (max.) x H68 mm
Cradle weight 140 g
Equipment class (AC Adapter) Class Il
Safety IEC /EN 61010-1
EMC EN 61326-1

Protection from ingress of liquids | IPX0

Overvoltage category L

Pollution degree of the

intended environment 2

Use cycles per charge 630 times in 10 sec, Entire mode, High intensity|
Indoor use.
Altitude (max.): 2000 m

Operation environment Ambient temperature: 10~40 °C / 50~104 °F

Relative humidity: 30~75 %
Atmospheric pressure: 0.5~1.0 atm / 50~106 kPa
Ambient temperature: 10~40 °C / 50~104 °F

Storage and transport environment | Relative humidity: 10~-95 %

Atmospheric pressure: 0.5~1.0 atm / 50~106 kPa
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